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Art. 304 Specifi cation

230V 50/60 Hz
+ 15% ÷ -20% Three phase input

16 A 
Fuse rating (slow blow)

4,5 KVA  20%
2,8 KVA  60%
2,5 KVA  100% Input power

20A ÷ 160A
Current adjustment range

160A  20%
110A  60%
100A  100% Duty Cycle (10 min.40°C)

According to IEC 60974.1

Electronic
Stepless regulation

0,6/0,8/0,9  Fe
0,9  Cored

Standard supplied synergic programspp y g p g

Fe/Al/CuSi3/Inox  (Art. 266)

Optional programs p p g (Art. 266)

Ø 200 mm / 
5 Kg Max. wire spool size

IP 23 S
Protection class

11 Kg
Weight

196x420x380H
Dimensions mm

S

MONO STAR MIG 1620/M SYNERGIC

 Inverter single-phase synergic power source for MIG-MAG
welding, with 2-roller Cebora wire feed unit. The power source
features synergic curves for iron wire Ø 0.6 / 0.8 / 0.9 mm and
Ø 0.9 mm fl ux cored wire (see photo 1). 
The cored wires can be welded, either with or without shield-
ing gas, by simple polarity reverse.
A package of optional curves (Art. 266), identifi ed with 
an “*”, for steel, AlMg, AlSi, stainless steeel and CuSi3 is 
available too (see photo 2).
The LCD panel allows the operator to read, on three lines, wire 
and gas type, current and thickness, voltage and wire speed.
The power source is complete with many functions adjustable 
from control panel like: Arc Length, 2 time/4 time, Spot Time, Pau-
se Time, Inductance, Burn Back, Soft Start etc. 
It is a specially versatile power source, suiitable for various 
applications, especially repairs, maintenancce and basic car 
body repairs, marked out by a low electrical input (PFC).
The Euro connection allows to use either a staandard MIG torch 
(art. 1246) or a “professional” type torch (arrt. 1638), particu-
larly suitable for fl ux cored wire welding.
An optional dedicated transport trolley (art. 11653), particularly
compact and handy, is available too.
Complies with EN 61000-3-12.
The power source can also be powered by mmotor-driven gen-
erators of adequate power (min. 6 KVA)
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